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2 Structures

GENERAL BUILDING INFORMATION:
SUD-645-2464

DRAWING NUMBER:

BUILDNG SIZE: 234" x 64'-0"
SQUARE FOOTAGE: 1,494
BUILDING USE: EDUCATIONAL

GENERAL CODE INFORMATION:

www.affordablestructures.com
877-739-9120

- THE MINIMUM AND MAXIMUM NUMBER OF WINDOWS AND DOORS SHALL BE LIMITED. CONSIDERATION MAY
BE TAKEN TO THE CODE REQUIREMENTS FOR EGRESS AND ENERGY CONSERVATION.

- REQUIRED PLUMBING FIXTURES ARE SUBJECT TO THE ADOPTED PLUMBING CODE. CONSIDERATION MAY BE
TAKEN FOR EXISTING RESTROOMS ON SITE.

- THE BUILDING SQUARE FOOTAGE SHALL BE LIMITED TO THE REQUIREMENTS OF THE ADOPTED BUILDING CODE.

- THE BUILDING SHALL BE SET WITH A PERMANENT OR TEMPORARY FOUNDATION SYSTEM AND APPROVED BY
THE LOCAL OFFICIAL HAVING JURISDICTION.

- THE FINAL LAYOUT IS SUBJECT TO REVIEW FOR COMPLIANCE WITH THE BUILDING CODE ENFORCED IN THE
AREA THE BUILDING WILL BE LOCATED.

- COPYRIGHT 2016: THE INFORMATION CONTAINED HEREIN IS PROPRIETARY AND IS THE EXCLUSIVE PROPERTY
OF AFFORDABLE STRUCTURES INCORPORATED. ANY REPRODUCTION OR DISTRIBUTION IS STRICTLY
PROHIBITED WITHOUT THE EXPRESS WRITTEN CONSENT OF AFFORDABLE STRUCTURES INCORPORATED.

ROOF COVERING 7/16” 0SB DECKING
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EXTERIOR WALL FINISH \

EXTERIOR WALL STRUCTURAL BRACING

SIDEWALLS:

BRACING INSTALLATION: ~

STRUCTURAL SHEATHING SHALL CONSIST OF A 4 FOOT

™~ INTERIOR WALL STUD:
MINIMUM WIDTH SHEET EXTENDING CONTINUOUSLY FROM X6 SYPH2 @ 167 0.C.

TOP TO BOTTOM PLATE W/ ALL SHEATHING EDGES =
EXTENDING 3/4” MINIMUM OVER 2" NOMINAL LUMBER %
OF THE SAME SIZE AND GRADE AS EXTERIOR WALL =
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ROUT OFF EXCESS

FLOOR SHEATHING

FASTEN BOTOM PLATE TO WALL
STUDS W/ (3> 16d NAILS
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(2) LAYERS R-13 J
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SEE RAFTER MATE—LINE
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INTERIOR GYP TO EXTEND TO TOP

DBL. TOP PLATE 2X6 SPF§2 ——
(STAGGER JOINTS MIN. 48°( )

5/8" RAW GYPSUM

3/4” T&G STRUCTOCRETE W/ TILE BACKER
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1/2"x 3 1/2" COMPRESSION STRIP

EXTERIOR WALL STRUCTURAL BRACING
SIDEWALL:
BRACING INSTALLATION:
SEE DETAILS BELOW

BRACING MATERIAL:
7/16" 0SB APA RATED SHEATHING EXP. 1, EXP. 2, EXT.,
FASTENED WITH 8d COMMON OR GALV. BOX NAILS 3"
0.C. EDGES AND 6" 0.C. IN THE FIELD

END WALLS:

BRACING INSTALLATION:
SEE DETAILS BELOW
BRACING MATERIAL:
7/16” 0SB APA RATED SHEATHING EXP. 1, EXP. 2, EXT.,
FASTENED WITH 8d COMMON OR GALV. BOX NAILS 3"
0.C. EDGES AND 6" O.C. IN THE FIELD

”\_STUDS 2X6

SYP#2 @ 18"
0.C.

R—19 KRAFT

INSULATION  IN
EXTERIOR WALLS

SEE DETAIL FOR
WALL TO FLOOR
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CONECTIONS M12x10.71# I-BEAM J

STEEL JOISTS @ 16" 0.c. ——

8°x2"x13 GA. STEEL JOISTS @ 16" O.C.
(12" 0.C. @ STORAGE AREAS)

M12x10.71# I-BEAM

R—19 UF INSULATION

X-Section

M12x10.71% I-BEAM

‘\;BOWOM PLATE 2X6 SYP#2




